
 

The above values are typical 

The information in this datasheet is based on many years of experience in the application of VGD 16. However, unknown parameters and 

conditions may restrict general statements during usage. It is vital that users satisfy themselves as to the suitability of individual products 

through adequate testing. For this reason and due to the wide range of applications of our products, AST B.V. can accept no liability as to the 

suitability or correctness of our recommendations in individual cases. The application limits for pressure, temperature and velocity given in 

this datasheet are maximum values determined in the test laboratory. During practical applications it should be remembered that due to the 

interaction of the operating parameters, the maximum values must be set correspondingly lower. For exceptional operating conditions, 

please contact us. 

 

 

 

VGD 16 datasheet 

MATERIAL  Silicone rubber 

DESCRIPTION Silicone rubber can be expanded into silicone sponge by using blowing 
agents. The resulting sponge has a fine non-interconnecting cell structure 
encapsulated by a soft, smooth, outer skin. Silicone sponge is an excellent 
sealing medium, due to its stable chemical structure and good recovery. It 
has minimal absorption, and it has resistance to ultraviolet light and corona is 
good. The oxidation is virtually non-existent and it’s excellent for vibration 
damping and cushioning components. Generally, it’s resistant to moderate or 
oxidising chemicals. Lastly it also has excellent heat insulation.  

APPLICATION  ? 

TEMPERATURE  The temperature range is between -60°C / 200°C 

Maximum and minimum working temperature is depending on the specific application criteria 

PHYSICAL PROPERTIES TEST METHOD UNIT VALUE 

Density ASTM D792-20 Kg/m3 250±60 

Shore hardness ASTM D2240 Shore A 6 

Elongation at break ASTM D412 % 225 

Compression set 24h at 150°C ASTM D395B % 15 

Force at break  ASTM D5034-21 N 65 

Thermal conductivity ASTM D5470 W(m.k.) 0.0695 

Temperature range / °C -60 / 200 

colour /  Depends on product and situation 

 


